WRAP STRAIGHT COUPLING
& 5 OF COPPER TUBING

METER BOX; CHRISTY B9, FL9D, B9SL
BROOKS NO. 36 OR APPROVED EQUAL,

WITH BASE PLATE

BRASS 112" - 90° ELBOW,
FLANGED BY FEMALE L.P.,
WITH BRASS PLUG

1V2” ANGLE METER STOP, MUELLER

H-14277, FORD FV43-666WG OR

WITH HALF-LAPPED 10 MIL. APPROVED EQUAL
PVC TAPE
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BUSHING, -0°
2" x1v2" CURB & GUTTER
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UNDISTURBED SOIL
THRUST BLOCK, SEE DETAIL W-6
1v2" STRAIGHT COUPLING, FORD C84-66G, MUELLER H-15428
TAPPED CAP WITH OFFSET 2” HOLE
WRAPPED WITH HALF-LAPPED 10 MIL
PVC TAPE
WATER MAIN, 6” DIP OR 4” PV.C.
DIMENSIONS
PIPE 200 PSI TEST 250 PSI TEST
SIZe w H w H
Py 20" -0 26 1-0°
6' 3'_0' 1'_0' 3'_6' 1'_0'
8' zl_6' z'_o' 3'_0' zl_o'
10" 3'-0° 3-0° 36" 3;_0.
12" 40" 30" 50" 3-0"
147 40" 40 5.0 40"
18' 6'_6' 4’_0' 8'_0' 4’_0'
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